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GENERAL NOTES

All Work shall be performed n strict accordance with the 2012 IEBC,
chapter 5, sections 502 ¢ 503 chapters 6 ¢ 7 along with the state of Virginia
amendments and the standards and specifications of the County of Warren,
Virgina.

- Do not scale the printed drawings. All plan dimensions are to face of
masonry unless noted otherwise. Dimensions are based on nominal size of masonry
materials. The Contractor shall verify dimensions in field and notify Architect of any
discrepancies prior to proceeding with the Work. If any discrepancies do exist,
then the Architect ¢ Owner or his representative shall be notified before the
adjustments are made. The Contractor shall inform the architect of conditions that
may substantially affect the construction as shown.

- The Contractor shall arrange for, and obtain all, inspections and tests
required to complete the Work. The Contractor shall pay for all permits, fees,
hcenses, etc. required to complete the Work. For Owner's records, submit copies
of permits, licenses, certifications, inspection reports, releases, and similar
documentation. All Work, including corrections, required to obtain permits and
approvals shall be performed. Notify the Owner of the need for any Owner
provided nsurance for the new construction.

- The Contractor shall take all necessary precautions to insure the safety of
building occupants and staff. The Contractor 1s responsible for the implementation
of all 0.5.H.A. Standards, so that the construction site 1s secure and that the
safety of the public and all parties involved in the construction process 1s
preserved.

- Contractors are referred to the Code of Virgima, Chapter | | of title 54. |
for license requirements.

- Contractors shall contact Miss Utility prior to any earthwork in order to
locate underground utilities.

- The Contractor shall maintain all applicable insurance including, but not
hmited to, general habiiity insurance, and workman's compensation. Provide a
current certificate of insurance to the satisfaction of the Owner.

- The Contractor shall examine the site and become familiar with the existing
conditions prior to construction. Failure to do so does not relieve the Contractor
of this responsibility or permit the 1ssuance of Change Orders for unforeseen
work.

- The Contractor shall coordinate all mechanical, plumbing, and electrical
subcontractors, equipment, and permits. Coordinate locations of openings or
recesses for heaters, electrical panels, louvers ducts, chases, plumbing fixtures,
etc. Coordinate location of light fixtures, celling diffusers etc. with each other.

- These drawings, specifications, and/or project manuval shall become part of
the Contract between the Owner and Contractor. The work shall be performed as
detailed herein or by certified Addendum or Change Order.

- The Contractor shall at all time keep the premises free from accumulations of
waste matenal or rubbish caused by his employees or work. The Contractor shall
remove all demolition and construction debris from the site in a timely manner.

- The Contractor shall provide attachment and connection devices and
methods for securing the Work. Secure Work true to Iine and level, and within
recognized industry tolerances. Allow for expansion and building movement.
Provide uniform joint with in exposed work to obtain the best visual effect. Refer
questionable visval-effect choices to the Architect for final decision.

- Where work will take place in areas served by existing forced air systems,
properly blank all return registers in the work area to keep dust from entering the
air system. Replace filters after completion of work. Where the Contractor must
travel or carry matenals through occupied areas, the Contractor shall provide
protective covers to existing surfaces to prevent damage. The Contractor shall
ensure that the premises are secure both to weather and to illegal entry uvpon
completion of work each day.

- Altered structures shall be renforced or otherwise supported in a manner
not affecting the stability of other elements. Shoring and bracing systems shall be
as necessary and sufficient to avoid disturbing existing conditions to remain.
Shoring and bracing shall be removed after permanent work 1s structurally in place.
Structural members shall not be cut or altered without adequate measures to
retain full structural stability.

- All patching shall make existing and patched conditions contiguous, with
support systems tied together integrally and finshes uniform and matching.

- Shop drawings shall be submitted for approval of all pre-engineered
structural components and cut sheets or material samples shall be provided for
approval of all equipment and finished materials. Submit copies to the Building
Inspection Department as required.

- All equipment shall be installed in accordance with the manufacturer's
guidelines and instructions. No installation shall be permitted that in any way
negates test listing or warranty of such equipment. The Contractor shall notify The
Architect of any discrepancy or conflict between the Contract Documents and
equipment installation mstructions prior to rough-in or installation.

- All exterior and interior wall openings (windows, doors, louvers, etc.) shall
be caulked with sealant around entire opening to provide a weather and air-tight
seal.

- Provide supplementary support, blocking and/or framing as needed for all
highting, bathroom accessories, grab bars, cabinets, etc.

- Provide temporary fire extinguishers (size, type, rating, location, and
quantity) as required by the Fire Marshal.

- Provide measures for keeping dust & debris confined to areas of work.

- Tenants daily operations must not be interrupted during reqular business
hours. Coordinate disruptions in utility service and other operations that may
interfere with daily operations. Notify owner of potential disruptions prior to
construction.
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BUILDING CODE DESIGN INFO.

PROJECT TEAM

OWNER

A. JURISDICTION:  COUNTY OF WARREN, VIRGINIA
B. APPLICABLE CODES:

2012 INTERNATIONAL EXISTING BUILDING CODE (IEBC) PUBLISHED BY
INTERNATIONAL CODE COUNCIL (ICC)

201 2 INTERNATIONAL BUILDING CODE (IBC) PUBLISHED BY
INTERNATIONAL CODE COUNCIL (ICC)

2012 ICC INTERNATIONAL MECHANICAL CODE (IMC)

2012 ICC INTERNATIONAL PLUMBING CODE (IPC)

201 | NATIONAL ELECTRIC CODE (NEC)

2012 ICC INTERNATIONAL FUEL GAS CODE (IFGC)

2012 ICC INTERNATIONAL ENERGY CONSERVATION CODE (IECC)
201 2 EDITION OF VIRGINIA UNIFORM STATEWIDE BLDG. CODE
AMENDING IBC

AMERICANS WITH DISABILITIES ACT
2009 ICC, ANSI Al 17.1 ACCESSIBILITY CODE

NOTE: NO CHANGE IN USE, SIZE OR RECONFIGURATION OF SPACE 1S
PROPOSED.

REPAIR WORK 1S TO COMPLY WITH THE 201 2 INTERNATIONAL
EXISTING BUILDING CODE CHAPTER 5 CLASSIFICATION OF WORK,
SECTION 502 FOR REPAIRS, 503 ALTERATION - LEVEL |, CHAPTERS
6 & 7. NOTE: THE FOLLOWING CODE EXCERPTS ARE LISTED FOR
CONVENIENCE, THEY ARE NOT ALL INCLUSIVE AND DO NOT REPLACE
THE CODE LANGUAGE OR RELIEVE THE CONTRACTOR FROM
COMPLYING WITH THE CODES CURRENTLY ENFORCED BY THE
JURISDICTION.

C. BUILDING USE GROUP AND OCCUPANCY CLASSIFICATION: NO
CHANGE 1S PROPOSED. USE GROUP U - UTILITY

D. TYPE OF CONSTRUCTION: NO CHANGE IS PROPOSED: ASSUMED 1IB
IBC SECTION 602 (NOT SPRINKLERED) (ORIGINAL CONSTRUCTION
DRAWINGS DATED NOV 1952)

E. OCCUPANT LOAD AND EGRESS: NO CHANGES ARE PROPOSED TO
OCCUPANT LOAD OR EGRESS PATTERNS

F.  NO CHANGES ARE PROPOSED TO MECHANICAL, OR PLUMBING
SYSTEMS.

G. MINOR ELECTRICAL WORK AS REQUIRED TO ACCOMMODATE
INTERIOR FINISH REPAIRS

CITY OF WINCHESTER, VA

15 NORTH CAMERON STREET
WINCHESTER, VA 22601

T: 540-667-1815

FACILITY MANAGER
PERCY D. MILLER WATER TREATMENT PLANT
FARRELL OWENS

T: 540-869-1699
ARCHITECT

ALLEN KITSELMAN, AIA

MAIN STREET ARCHITECTURE, P.C.
24 NORTH BUCKMARSH STREET
BERRYVILLE, VA 22611

T: 540-955-1669

F: 540-955-4614

STRUCTURAL ENGINEER

TIMOTHY G. PAINTER, PE
PAINTER-LEWIS, P.L.C.

817 CEDAR CREEK GRADE, SUITE 210
WINCHESTER, VA 22601

T: 540-662-5792

T: 540-662-5793

PROJECT DESCRIPTION

This project involves the repair of buillding components including the roof
system and parapet coping.

No reconfiguration or increase of the bulldings shape or size 1s proposed.
No change in use, occupancy, or egress 1s proposed. The existing building has a
footprint of | 1,196 sq. ft.
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